ANEXOI

Especificaciones técnicas de los equipos
principales



SERVICIO GI'I:'OGRAFICO MILITAR
LA CARTOGRAFIA OFICIAL DEL URUGUAY

MONTEVIDEO - URUGUAY
Montevideo, 30 de marzo de 2011

Sr. Washington Melo

Altitud y altitud medla «d ‘I terreno del punto "‘blcado Surﬂ _&’e’l monumento ala “Virgen del

Verdun” en el Cerro Verdun prox1

especificacion grafica.

>- Altltud del punto': : 260m -'i-th.'-'

__Altltud promedlo: 165, £33

Altltud maxima: . 388m. 3

Altitud minima:  ~ 60m. 3

Se adjuri‘tan gréﬁcos dembstrativos

2) Posicion reiatwa de los planos: maxima real minima real, altitud media, ntve! medlo del mar y altitud

del punto
OT : 3482
Ol :11-012

Altitud media: se basa en un modelo digital del territorio\ nacional, tomando fa aititud media de una
cuadricula de 2 x 2 Km., de esa forma se confecciona un cuadrado de un area de 900 km?, tomando como
central, la cuadricula gue contiene el punto especificado.

Con respecto a la altitud maxima, minima vy del punto indicado, éstas son lefdas directamente de la carta
escala 1/50.000 con curvas de nivel cada 10 m., y de esta forma se obtiene la distancia y direccién de la
maxima real.
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DECLARO:

El punto marcado en esta impresion corresponde a la ubicacién exacta
donde se emplazara el mastil radiante.
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SERVICIO GEOGRAFICO MILITAR
LA CARTOGRAFIA OFICIAL DEL URUGUAY

Division Geodesia y Topografia
MONTEVIDEO — URUGUAY

Montevideo, 30 de Marzo de 2011

Sr.Washington Melo, en representacién de PAFINOL S.A.

son
o

definitiva

OT: 14
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DECLARO:

El punto marcado en esta impresién corresponde a la, ubicacion exacta
donde se emplazara el mastil radiante.
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SERVICIO GEOGRAFICO MILITAR
DIVISION GEODESIA Y TOPOGRAFIA

GRAFICO 1

N.WV. N.E

| 13,350 Kms.

i

S.W. S.E.

Orden Comercial: 3482
Orden Interna: 11-012

GRAFICO 2

MAXIMA: 388 m. £3

ALTITUD MEDIA: 165 m. +3

MINIMA: B0 m 2 3

’m ALTITUD DEL PUNTO: 260 m. + 3
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Outline

PSI/SI information can*bé inserted into MPTS output. In conclusion, its high integrated and

A

cost effective

syst "’%ﬁ%
ems such;a

yotems
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Features

® H.264/AVC High Profile Level 3.0 video encoding support, advanced video

asigh makes the device widely used in varieties of digital distribution

'CATV digital head-end, satellite and terrestrial digital TV, etc.

pretreatment algorithm

e Supports MPEG1 Audio Layer 2
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® 4 SD-SDI input interfaces
® 1 ASI input multiplexing support
® Multiplexed MPTS ASI output support
® Multiplexed MPTS over UDP unicast/multicast output
® [ CD /keyboard operating
® Real-time effective output bit-rate monitoring
® NMS support
\ C
Specifications \%
ﬁm N
: 4x SD-SD! inputs , BNC interface { ™\ »
nput %J
1xASl input, BNC interface  (* |
3
Resolution 720><480%6°0i 720x576_50i
Encoding ‘v MPEG*4 AVC/H.264 High Profile Level 3.0
Bit rate mbps~20Mbps each channel
. T
Video Rate Control “CBRIVBR
GOP Structmre %x" IBBP
Advanced ,,sj , _ _ _ :
S De-interlacing, noise reduction, sharpening
Pretreatment
-Encoding MPEG-1 Layer 2 AAC(optional)
Al ﬁ\ ”sampiang rate 48KHz, 44 1KHz
. Resolution 24 bit
A %
«%ﬁﬁ% Bitrate 64Kb/s~384Kb/s (each channel)

=
Multiplexing

1 ASI input multiplexed with local 4 channels TS

Stream output

2 x AS| outputs, BNC interface

MPTS over UDP,10/100Base-T Ethernet interface
(UDP unicast / multicast)

System function

LCD/keyboard operating, NMS support,
Chinese-English control interface

Ethernet software upgrade
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General

Dimensions
{(WxDxH)

482mmx455mmx44.5mm

Approx weight

6Kg

Temperature range

0~45°C(Operation), -20~80°C (Storage)

Power
requirements

Power
consumption

17.6W
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